REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.

REVISIONS
REV. DESCRIPTION DATE APPROVED
A INITIAL RELEASE 2/23/2013
B NO THREADED HOLES ADDED FOR ABILITY TO MOUNT OPTIONAL CLEAR COVER ASSY. IN THE FUTURE - MEAPHASE LOGO ADDED TO SIDE PLATE 5/11/2016

MOUNTING HOLES
8X \( \phi \) .33 \( 8.43 \) THRU ALL

POWER CABLE
16 AWG Stranded; 6 conductor w/ flying leadwire ends; 10' Lg. One each end.